
UpperEncorder 

long click for  
saving the scene memory

LowerEncoder 

long click for  
saving the scene memory

Eye ball SW
4th Hold / Click * 3 

mode / case 4: 

Phase Controller

Oscillator 1
with LPF

Volume Value SW Volume LFO

button 01 

Single 
Double
Tripple 
Hold

Clicks 

Oscillator 2
with LPF

Oscillator 3
with LPF

Oscillator 5
with LPF

Oscillator 4
with LPF

Clicks 

L/R Pan Mix

OutputThree 
Selector

ChebyshevTransfer

OutputFour

OutputThree

Inverting 
L channel

Capture Volume Value

Arpeggiator / Sequence 

Start / Stop 

The signal flow around the audio & parameters (1st Layer)

Reset

LowerEncorder 
mode4 / case 10 : 

rotate for
adj Arp speed

PitchBend / Phaser

Pitch Range Set

Trigger

　　　LFO

LFO Value Capture Trig.

Trigger

Capture Trig.

Status
LED

StereoDelay

Delay03

Delay04

StereoDelay2

Stereo Looper 

Pitch value capture

Single 
Double 
Tripple 
Hold

Recall Trig.

Memory

OutputTwo

OutputOne

Loop Signal
Line Switcher 

Single 
Double
Tripple 
Hold

Single 
Double
Tripple 
Hold

Scale Selector

Freq. Detector Outputs

volumepitch

CombFilter

button 02 

button 03 

Loop Spd.

Switching

Rec Trig.

Arp/Seq Trig.



  

